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HOUSING OFFICIAL

RENTAL INSPECTIONS ONLY
The following is a checklist for obtaining a Rental Certificate of Occupancy. This Inspection Is to malnlylook for all safety hazards

and unsanltary living conditions, It is not an all-Inctugive and Is sublecl to change without notice, This [s a visual inspection and the
list below [s only a guide for the landlerd, The Inspection s not deslgned to check every outlet, open and close windows, run
" appllances through thelr cycles or turn on heat durlng the summer months, 1t s the landlords responsibliity Lo obtain 2ll necessary
permits required by law,
Please submit rental application along with $100 check or exact cash

Al rental Inspectlons for change of tanant must be move In ready.
House numbers must be 37 minium In slze,
All utliities must be turned on [water,gas,electric).

Smoke detectors are required on all levels, See reverse side for more detalls,
Carban monoxide deleclors required outside of all sleeping areas (Exceptlon: houses with all electric and
detached garages). See reverse side for delails
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6. Fire extinguishar {2A-108:C) mounted and visibie exilng the kitchen, See reverse side for detalls.
7. All appitances Installed and operating. {stoves and exhaust fans)

8. Handrails for staps with {four or more risers, Musl meet current code.

9, Ralls/guards on landings and parches 30" In helght ar higher, The entire area Is to meet current code.
10, Mablle homes and traller skirting open every 13" with tie downs secure,

I, Asatisfactorylab reportinciuding mercury for private wells, New test to be done every Syrs,

2. Asatisfactory septic certification for all private septic systems. New test Lo be done every Syrs.
13, all supporting members must be structurally sound, {loors, watls, celling and rool membaers}

14. Al windows easlly operable and held In position by hardware. {window screens, sash cords, ete)}
iS, Palnt, plaster,cracks, and decayed wood replaced or repalred and painted,

'6. Home free from Insect/rodent Infestation.

17, No sxtenslon cords.

18. Al lighting fixtures, outlets and switches secured,

19, Grass and weeds cut and malntained.

20. Debris removed rom site,

21, Sldewalk, stairs and drivaways [ree from trlp hazards,

22. Brokenor cracked glass replaced.

21 Roolwaterproof and sound.

24. Doors and windows properiy trimmed and caulked for enargy purposes,

25. Al pool barrlers must be 3 minimum of 41t fencing with a minimum 4ft gate. Gate must open out, self close and latch
wlth 3 release 54" (rom the ground, with no stagnant water where mosqultoes can breed.

26, Swimming pool must be structurally sound and protecied by a ground fault circult interrupter,

27, Bathroom and kitchen floors Impervious to water, clean and sanitary,

8. All tubs and shower walls cautked and maintalned.

29, Heating system In working order {ree from defects and emergency shut off switch,

10. Hot water heater in worklng condltion with ralisve valve an blow off plpa within &' of floor or approved draln,

J1. Al plumbing Hlxtures properlyinstalled and properlyworking with no leaks.

32 All sbandoned property reglstration fee, penafties and ali charges related to emergency wark completed at the
property must be paid in fulf.

1L Aflconstruction permits and violatlens must be satisfled and all penaltles pald in full,

3, Dweliings bulilt prior to 1978 are subject to Lead Base Paint tnspection see P.L, 2021, c. 182 for detalls,

5. Malntaln llability insurance no less than $500,000 ses P,L. 2022, ¢. 92 far detalls,

16, lead safe or lead frec ceriificate at time of rental regisirallon




EFFECTIVE JANUARY 1 2018 ALL BATTERY SMOKE DETECTORS MUST
BE 10 YEAR SEALED BATTERY UNITS. NO OTHER DETECTORS OTHER
THAN THOSE LISTED BELOW WILL BE APPROVED OR ACCEPTED!!

5:70-4,19 SMOXE Al ARMS FOR ONE- AND TWO-FAMILY OWULLINGS; CARBON MONOXIDE ALARMS; AND PORTABLE FIRE
EXTINGUISHERS

(A} IN DNE- AND TWO-FAMILY O ATTACHED SINGLE FAMILY DWELLINGS SUBJECT TO THE REQUIREMENTS OF N.JA.C.
5:70-2.3, SMOKE ALARMS SHALL BE INSTALLED AS FOLLOWS:

1. ON EACH LEVEL OF THE PREMISES; AND

2. QUTSIDE OF EACH SEPARATED StEEPING AREA

{B) THE SMOKE ALARMS REQUIRED IN {A) ABOVE SHALL &E LOCATED AND MAINTAINED IN ACCORDANCE WITH NFPA 72
1. THE ALARMS SHALL NOT DE REQUIRTD TO BE INTERCOHNCCTED,

(C} TEN-YEAR SEALED BATTERY-POWERED SINGLE STATION SMOKE ALARMS SHALL BE INSTALLED AND SHALL BE USTED IN
ACCORDARCE WITH ANSI/UL 217, INCORPORATED HERLIN BY REFERENCE, Bowa'vm, A/C-POWERED SINGLE OR
MULTIPLE-STATIDN SMOKE ALARMS INSTALLED AS PART OF THE ORIGINAL CONSTRUCTION OR REHABILITATION PROJECT

SHALL NOT BE REPLACED WITH BATTERY POWERED SMOKE ALARMS, *THE EFFECTIVE DATE OF THIS SUBSECTION SHALL BE
JANUARY 1, 2019.*

1. A/C-POWERED SMOKE ALARMS SHALL BE ACCEPTED AS MEETING THE REQUIREMENTS OF THIS SECTION AND LESSTHAN
TEN YEARS OLD,

{0) CARBON MONOXIDE ALARMS SHALL BE INSTALLLD IN ALL DWELLING UNITS (N BUILDINGS IN ONE- AND TWO-FAMILY OR
ATTACHED SINGLE FAMILY DWELLINGS, EXCEPT FOR UNITS IN BUILDINGS THAT DO NOT CONTAIN A FUEL-BURNING DEVICE OR
HAVE AN ATTACHED GARAGE, AS FOLLOWS! '

1. SINGLE STATION CARBOMN MOHOXINE ALARMS SHALL BrNSTALLLD AND MAINTAINED IN THE IMMEDIATE VICIHITY OF TIIT
SLEEMING AREA(S).

2. CARBON MUNOXIOE ALARMS MAYBE BATTERY-OPERATED, HANDWIRED R DOF THE PLUGIN TYPE AND SHALL BE LISTED
AND LABELED {N ACCORDANCE WITH UL-2034 AND SHALL BE INSTALLED IN ACCORDANCE WITH THE REQUIREMEN TS OF THIS
SECTION AND NFPA-720

(E) A PORTABLE FIRE EXTINGUISHER SHALL BE INSTALLED IN ACCORDANCE WITH THE FOLLOWING!
1, THE EXTINGWHSHER SHALL BE WITHIN 10 FEET QF THE KITCHEN AND LOCATED IN THE PATH OF EGAESS;

2. THE EXTINGUISHER SHALL BE READILY ACCESSIOLE AND NOT OBSTRUCTED FROM YIEW;

3. THE EXTINGUISHER SHALL BE tAOUNTED USING THE MANUFACTURER'S HANGING DRACKET SO THE OPERATING
INSTRUCTIONS ARE CLEARLY VISIOLE;

4, THE EXTINGUISHER SHALL BE AN APPROVED LISTED AND LABELEQ TYPE WITH A MINIMUM RATING OF 2A-108:C anD
ND MORE THAN 10 #OUNDS;

5. THE QWNER'S MANUAL OR WRITTEN QPERATION INSTRUCTIONS SHALL HE PROVIDED DURING THE INSPECTION AND LEFT
FOR THE NEW OCCUPANT; )

6. THE EXTINGUISHER SIIALL BE SEHYICED AND TAGGED BY A CERTIFIED DiviSiON OF FIRE SAFETY CONTAACTOR WITHIN THE
PAST 12 MONTHS OR THE SELLER MUST HMAVE A RECEIPT FOR A BECENTLY PURCHASTD EXTINGUISHER; AND

7. THE TOP OF THE EXTINGUWISHER SHALL NOT BE MORE THAN FIVE FEET ABOVE THE FLOOR,




